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AFTER INSTALLED 


DETAILS (P-1, P-2. P-3 & P~4)» 


SHALL BE RETURNED TO THE ENGINEER. 


TO BE 
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OF ALL 


SHALL BE ADJUSTED WFTH THE APPROVAL 


LENGTH IS CRITICAL, ROUTING AND 
ALARM CIRCUITS SHALL BE AS SHOWN 
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TO THE 


. TAPE 
. THIS WORK SHALL 


WITH THE SHOWN WATTAGE RATED SPEAKER, 
EXISTING BACKBOX CAN BE UTILIZED IF IT IS 
SPEAKER BOX. SEE INSTALLATION DETAIL "A* 
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GRAND TOTAL 


TOTAL ! CIRCUIT 1 


(Watts) 


4.375 


5.500 


6.875 


21.750 
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SCALE IN FEET 


FIRE ALARM SYSTEM 
DEVICE UPGRADE 
PHASE ill 

t WORLD TRADE CENTER 
CONTRACT NO. 3 

83rd FLOOR 
SPEAKER 
INSTALLATION AND 
REMOVAL PLAN 


This drawing subject to conditions in Contract, 
inventions, ideas, teste and methods herein are 
reserved to Port Authority and may not be used 
without its written constant. 
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